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Specifications

M-Class™

Custom Truck, Custom Options

Approx. Body Weight
4 500 lbs (2 040 kg)

Body Capacity
14 cu yd (10.7 cu m)

GVWR Recommended
16 500 lbs (7 485 kg)

Minimum Cab to Axle
84 inches (2 130 mm)

Hopper Volume
1 cu yd (0.76 cu m)

Extended Hopper Volume
2 cu yd (1.5 cu m)

Cycle Time @ 1200 RPM
15 seconds

Packing Force
3 000 lbs (4 070 N-m)

M1400

Optional 
electronic 
controls

Optional 
dual steer

Liquid tight self-
locking tailgate

Liquid & powder paint 
process achieves a high 
gloss, durable finish

Optional Litter Loder 
vacuum ideal for grass, 
leaves and litter

Optional utility 
cabinet for 
clean storage

Optional Hook-lift 
to maximize utility

Manual controls 
standard

Large lined hopper 
ideal for receiving 
oversized bulky 
items

Lowest loading 
height in its class 
ideal for manual 
curbside collection

More Options:
– Snow plow
– Dual stream
– Barrel dumper

– Trailer tow package
– Rear chipper door
– Leasing available

Loading bucket can 
load and pack or 
simply load, depending 
on material type.
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Cart dumper arm comes 
with radio remote (not shown) 
to ensure operator safety.

Large receiving bucket with 
optional crane ideal for 
in-ground containment 
systems.

Pressure washer is ideal for 
outside cleaning of furniture 
and fixtures.

Hydraulically powered Litter 
Loder is a powerful vacuum 
and eliminates auxillary 
engine noise.

ALL UNITS
Approx. Body Weight

4 600 lbs (2 090 kg)
Body Capacity

16 cu yd (12.2 cu m)
GVWR Recommended

19 500 lbs (8 845 kg)
Minimum Cab to Axle

84 inches (2 130 mm)

M1600
Approx. Body Weight

5 300 lbs (2 400 kg)
Body Capacity

18 cu yd (13.8 cu m)
GVWR Recommended

19 500 lbs (8 845 kg)
Minimum Cab to Axle

108 inches (2 745 mm)

M1800


